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equipped with an electric lighting system shall at all times mentioned
in Section 129 display a red tail lamp and either a multiple beam or
single beam road lighting equipment meeting the requirements of
Sections 132, 147 and 149, respectively.
SECTION 129: When lighted lamps are Required.-Every vehicle
upon a highway within this State at any time from a half hour after
sunset to a half hour before sunrise and at any other time when there
is not sufficient light to render clearly discernible persons and ve-
hicles on the highway at a distance of 500 feet ahead shall display
lighted lamps and illuminating devices as hereinafter respectively re-
quired for different classes of vehicles, subject to exceptions with
respect to parked vehicles as hereinafter stated.
SECTION 130: Visibility Distance and Mounted Height of Lamps.-
(a) Whenever requirement is hereinafter declared as to the distance
from which certain lamps and devices shall render objects visible or
within which such lamps or devices shall render objects visible, said
provisions shall apply during the times stated in Section 129 in re-
spect to a vehicle without load when upon a straight, level, unlighted
highway under normal atmospheric conditions unless a different time
or condition is expressly stated.
(b) Whenever requirement is hereinafter declared as to the
mounted height of lamps or devices it shall mean from the center of
such lamp or device to the level ground upon which the vehicle stands
when such vehicle is without load.
SECTION 131: Head Lamps on Motor Vehicles.-(a) Every mo-
tor vehicle other than a motorcycle or motor driven cycle shall be
equipped with at least two head lamps with at least one on each side
of the front of the motor vehicle, which head lamps shall comply with
the requirements and limitations set forth in this Article.
(b) Every motor cycle and every motor driven cycle shall be
equipped with at least one and not more than two head lamps which
shall comply with the requirements and limitations of this Article.
(c) Every head lamp, upon every motor vehicle, including every
motorcycle and motor driven cycle, shall be located at a height meas-
ured from the center of the head lamp of not more than 54 inches
nor less than 28 inches to be measured as set forth in Section 130,-
(b). PROVIDED, that this provision shall apply only to new ve-
hicles sold in South Carolina after June 30, 1949.
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